
SPECIAL NOTICES

Boston Runway 27 Noise Abatement Departure Procedures
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Boston RWY 27, turbojet departure procedures are predicated on avoiding noise sensitive areas. An Environmental Record

of Decision mandates a very narrow departure corridor design to minimize noise impacts to local communities. The funnel

like corridor begins at GARVE waypoint (WP) and ends at the WYLYY WP as depicted above. Along this corridor Gates are

alphabetically identified to monitor and measure conformance. Gate A begins just southwest of GARVE WP on the 235°

track through Gate E ending at WYLYY WP. Notice that GATE A is only 1400� wide and gate E is 6300� wide; therefore,

whether flying the RWY 27 LOGAN DEPARTURE or the WYLYY DEPARTURE (RNAV), the exact 235° ground track must be

flown to comply with the desired noise track. The following information includes recommended techniques that may assist

pilots in maintaining the 235° track corridor:

The WYLYY DEPARTURE (RNAV)

Fly the 273° course to the GARVE fly by WP. The flight director should command a left turn approaching GARVE WP to

intercept the 235° track to the WYLYY fly over WP. The location of the GARVE WP was computer modeled to capture most

aircraft at GATE A. Pilot technique or FMS equipment inaccuracy may cause an overshoot at Gate A. Pilots must insure that

applicable navigation equipment alignment procedures, to include a manual runway position update if required, are

completed.
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